
Silence, cleanness, simplicity and plug & play 
technology are the first words that come to 
mind when we mention the electric engines.

We would add reliability, comfort and an incredibly 
smoothness…

Because it is a privilege to fly with an electric 
aircraft and this dream is already shared by some 
elected pilots, come join us!



PLUMA CHASSIS
Manufactured with technologies used by 
the aerospace industry, using 
high-performance Prepreg 
(pre-impregnated) carbon fibre processed 
in an aeronautical certified autoclave for a 
guarantee of quality, lightness and strength.

The ergonomic shape of the pilot-side chassis, 
with a progressive curve on the vertical 
and horizontal axis, as well as a thermo-
compressed foam, guarantee a good comfort.

Inflight comfort is also ensured by two 
titanium «comfort tubes» which keep the 
harness in optimal position.

This assembly, coupled with the mobile swing 
arm bars, generate a slight gap between 
the harness and the chassis compensating 
the torque effect and keeping an optimal 
propeller’s angle. All this ensures an increased 
sensitivity and piloting pleasure (especially 
with the “3D system” activated).



EXOMO 
POWER PACK

The power pack is built in France at ACS, a 
subcontractor of AIRBUS Group; designed to 
provide maximum endurance, each motor is 
tested on the power bench before shipment.

The latest generation Li-Ion batteries allow 
significant energy storage. 

The battery’s weight and autonomy are linked: 
lighter battery pack (47 Ah) for training and local 

flying around the field, larger capacity battery (65 
Ah) for longer trips.

The quality of these engines has already been 
proven in competition: World Champions in 

Electric Slalom (Poland 2015). The engines 
are also used for daily pilot training.



THRUST 2-blade propeller :
60 Kg / 121 lbs of thrust

4-blade propeller :
70 kg / 150  lbs of thrust

OPTIMAL FLIGHT 
TIME

47 Ah batteries : 
35 minutes

65 Ah batteries : 
50 minutes

WEIGHT OF A 
COMPLETE E-FLYER 
(READY TO FLY 
WITH 2-BLADE 
PROPELLER)

47 Ah:
27 kg / 59 lbs

65 Ah:
32 kg / 70 lbs

BATTERY CAPACITY 
WITH 47-65 AH 

2.6 – 3.6 kWh

ENGINE POWER 15 kW / 20.4 HP

MAX RPM 2100 rpm

PROPELLER 
DIAMETER 

2-blade : 
130 cm

4-blade : 
125 cm
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